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�� Solinst® Model 101 and Mini 101 Water Level Meters
 3373

Accurate, reliable and easy-to-use.

�� Water Level Meters
 3374

Used to measure static water level in boreholes, wells, and standpipes.

�� Model WLT Water Level Indicator
 3375

Helps determine water level so you can calculate purging volume necessary prior to sampling.

�� WaterMark Small Water Level Meters 
 6594

Solinst® Water Level Meters
Model 101 Weight 100´ 150´ 200´ 300´ 500´ 1000´ 30m 50m 100m 150m $
P2 Stainless Steel – 
For momentarily submersing

6.5 lbs. 90790 90617
7 lbs. 90791 90618

7.5 lbs. 90615
8.75 lbs. 90792 90620

11.75 lbs. 90793 90621
18 lbs. 90637

P6 Enviro Probe – 
Completely submersible, 
rated for pressures of up to 1000´

6.5 lbs. 90603
7 lbs. 90604

7.5 lbs. 90605
8.75 lbs. 90606

11.75 lbs. 90607
18 lbs. 90638

Mini 101 Weight 30´ 65´ 10m 20m $
P1 Stainless Steel 4 lbs. 90799 90727

4 lbs. 90726 90728
Carrying Cases Weight SN $
For 100´ – 300´ and 30m – 100m 1.75 lbs. 90798
For 500´, 1000´ and 150m 2 lbs. 90774

These top-of-the line water level meters provide 
features you’ve been asking for: a 7/16˝W polyethylene 
tape line with black graduations permanently 
embossed; seven stranded stainless steel conductors 
in the tape line; light and audible buzzer which sounds 
when contact is made with water; external sensitivitiy 
control for varying water conductivity; and a sturdy, 
stand-alone reel with on/off switch, brake and carry 
handle (carrying cases are sold separately below). 
The Model 101 is available in either English or Metric 
in two versions, one with a 0.5˝ O.D. P2 stainless steel 
probe and the other with a 0.5˝ O.D. P6 pressure 
sealed (500psi) stainless steel probe. The P2 probe 
is designed for momentarily going underwater and is 
repairable. The P6 probe is completely submersible 
for extended periods of time and is rated for pressure 

up to 1,000´ underwater. The P6 probe is replaceable 
but not repairable. Powered by 9 volt battery which is 
located in an easy access drawer in the reel. English 
tape line: red graduations in feet and black in 10ths 
and 100ths with markings every 1/100 ft. Metric 
tape line: red graduations in meters and black in 
centimeters and decimeters with markings every 
millimeter.

Solinst® Mini 101
Excellent for narrow diameter applications as small 
as 3/8˝ (10 mm). Narrow, 1/4˝W polyethylene tape is 
as accurate as the wider tape on the standard Model 
101. The compact, mini reel is lightweight and fi ts 
easily into a backpack. 0.3˝ P1 stainless steel probe. 
3/8˝ diameter P2 Probe. Reel measures 6˝ x 4˝ x 6˝.

When the probe reaches water, electronics on the 
reel emit a steady tone and light signal. The ultra-slim 
5/8˝ (15 mm) diameter stainless steel and Tefl on® 
probe is designed for use in a wide range of well 
diameters – down to 3/4˝ (18 mm). The encapsulated 
probe gives leak-proof performance to the full tape 
depth. Tapes are steel encased in polyethylene. 
The English models have graduations in feet, 10ths 
of feet, and 100ths of feet. The Metric model has 
graduations in meters, centimeters, and millimeters. 
Tape complies with US-GGG-T-106E and European 
Class 11 Standards. Meters are constructed of 
unbreakable, U.V. resistant plastic with stainless steel 

fi ttings. Reel features large handles and soft vinyl 
grip. An integral frame hook allows the meter to hang 
on the casing. Electronics are fully encapsulated to 
protect against water and mechanical damage. The 
electronic reel module is easily removed to allow 
decontamination of the unit. Operates on one 9V 
battery (included). Carrying case included. Meter 
backed by a 5-year manufacturer’s warranty.

100´ � 8.75 lbs. 90628 
200´ � 9.75 lbs. 90629 
300´ � 11.25 lbs. 90630 
New! 30m � 8.75 lbs. 90613 

Features a narrow 3/8˝ x 4˝ (9.5 mm x 100 mm) 
probe which is ideal for use in piezometers and 
stilling pipes. Two-year manufacturer’s warranty.

75´ Small Water Level Meter; Graduations: 
ft., 10ths, 100ths � 3.75 lbs. 90640 
22 Meter Small Water Level Meter; Graduations: 
m, cm, dm � 3.75 lbs. 90641 

�

Response is seen on LED plus an audible tone is 
heard. Features include: Standard cable lengths:
300´ and 500 .́ Small 3/8˝ dia. brass electrode is 
fi eld replaceable. Plastic reel-type spool for lowering 
cable and electrode assembly. Reel is mounted 
on a tubular aluminum stand. High tensile strength 
cable (approximate 300 lbs.) with plastic insulating 
jacket. Two lead cable for use in uncased test holes 
or uncased wells in rock. English graduations every 
fi ve feet. Self-contained 9V battery power supply 
– no danger of shock from an outside power supply. 

Battery test. Standard brass electrode. Reel handles 
are shaped to fi t your hands. Accurate to ±1% of 
reading. Each WLT Water Level Indicator is supplied 
with a 9V battery, six oil bags, and instructions.

Model WLT-300 
with 300´ of cable � 9.75 lbs. 90770 
Model WLT-500 
with 500´ of cable � 14 lbs. 90771 
9V Battery, single  3 oz. 02179 

�

�

�

� English     � Metric     � Combination English and Metric
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�� Solinst® Model 122 Interface Meter
 3376

Detects and measures the level and thickness of air/product or water/product interfaces.

�� Keck KIR Interface Probe and Meter
 3377

Portable, reel-mounted instrument provides accurate product level 
and thickness with water level measurements.

�� Oil/Water Interface Meter
 3378

Suitable for wells, boreholes, and underground or above ground storage tanks.

�� WaterMark® Mini Oil/Water Interface Meter
 3378

Detects 1 mm thick fl oating product on water. Use 
for monitoring and remediation of groundwater 
contaminated by oil products. Accurately measures 
the thickness of fl oating product (LNAPL) above 
the water table. Also detects and measures sinking 
layers of DNAPL. Slim, 5/8˝ stainless steel probe 
is ideal for wells, piezometers, and direct push 
equipment as narrow as 3/4˝ I.D. The probe and 
Kynar-jacketed tape with stainless steel conductors 
withstands hydrocarbons, solvents, and other 
contaminants. (Tape conforms to N.T.S. standard, 
US GGG-T-106E and European Class 11 Standard 
and is accurate to 0.01%.) The reel is constructed of 
unbreakable, U.V. resistant engineered plastic with 
stainless steel fi ttings for years of use in extreme 
climate conditions. Reel features large handles for 

easy use with gloved hands, soft vinyl grip on reel, 
and unique hook on frame to allow meter to hang 
on the casing. Electronics are fully encapsulated 
to protect against water and mechanical damage.
Signal convention: oil is represented by a 
solid tone/light while water is represented by an 
intermittent tone/light. Tape graduations: 1/100 ft..
Power: one 9V battery. Dimensions: 13.5˝ x 10˝ x 
8˝. Meter is certifi ed intrinsically safe and is backed 
by a 2-year manufacturer’s warranty. Three cable 
lengths available. Carrying case included.

100´ � 11.25 lbs. 90632 
200´ � 12.75 lbs. 90633 
300´ � 14.75 lbs. 90634 

 Offering the same quality features as the above 
meter, this lightweight yet durable mini meter 
is ideal for use in shallow monitoring wells.
Dimensions: 10.5˝ x 8˝ x 8˝. Two models available. 
Certifi ed intrinsically safe.

60´; Graduations:
 ft., 10ths, 100ths � 6.5 lbs. 90635 
20m; Graduations: 
m, cm, mm � 6.75 lbs. 90636 

Features a Tefzel coated engineer’s tape 
permanently affi xed to Tefl on® and stainless steel 
downhole probe. The probe uses a phenolic fl oat 
that is protected by a shroud to detect product level 
and a pair of stainless steel contacts for conductive 
fl uids (water). Probe features a spring that reinforces 
attachment point between probe and tape. The 
presence of product and water is indicated by 
a visual (red light) and audible indicator (buzzer). 
Powered by a replaceable 9V DC battery. When 
the probe is lowered down the well, the fl oat switch 
activates light and audible signal at fi rst fl uid level. 
The fl oat’s minimum detectable fl uid layer is .060˝, 

and it will detect any fl uid with a specifi c gravity of 
.75 or greater. As the probe is lowered deeper into 
the well, stainless steel contacts will touch water 
and the steady light and audible signals will begin to 
oscillate. If the fi rst fl uid is not water, light and audible 
signals will be continuous. Instrument measures 13˝ 
x 11˝ x 8˝. Probe measures 1-1/2˝ O.D. x 9˝L and is 
made of Tefl on and stainless steel. Water-resistant 
carrying case and 9V battery included. Tape is 
graduated in feet, 10ths, and 100ths of a foot on one 
side, m, cm, and mm on other side.

KIR w/100´ Tape � 8.75 lbs. 90600 
9V Battery, single  3 oz. 02179 

Simple to operate, easily cleaned, and lightweight, it 
automatically tests the circuitry each time it is turned 
on. The 5/8˝ diameter probe allows easy access 
through tight spaces and into narrow wells. To detect 
liquids, this meter uses a probe with an infrared 
beam and receptor contained within a cone-shaped 
tip. When the probe enters liquid, the beam is 
refracted from the detector, activating a steady tone 
and light when the liquid is non-aqueous product. 
If the liquid is water, the conductivity of water 
completes a conductivity circuit which overrides 
the infrared circuit, activating an intermittent tone 
and light. Both optical and electronic sensors are 
precisely at the zero point, giving an accuracy of 
1/100 ft. from the pre-marked tape. Polyethylene 
tape line is permanently embossed with feet in red, 
10ths and 100ths in black. Two stranded stainless 

steel conductors are embedded in the fl at-tape, 
preventing cable stretch and providing strength. 
Easy-to-splice tape is attached to probe. Tape guide/
datum provides repeatably accurate measurements 
and protects tape from damage on rough edges of 
casings. Powered by two 9V batteries (included). 
Automatic shut-off after 10 minutes assures 
battery life of approximately 120 hours. Rugged, 
freestanding reel with carrying handle, carrying bag 
with shoulder strap, and tape guide included. Three 
cable lengths available.

100´ � 8.25 lbs. 90765 
150´ � 8.75 lbs. 90766 
200´ � 9 lbs. 90767 
9V Battery, single  3 oz. 02179 

Compact enough to fi t in a backpack, the Model 122 
Mini is a more portable version of the Model 122. The 
122 Mini features a 5/8˝ x 6˝ probe which is ideal for 
use in tight spaces. Two cable lengths are available, 
65´ and 20m. The 65´ model’s tape is marked in feet 
and tenths every 1/100 ft. The 20m model features 
markings in m and cm every mm. Using the same 

zero point, the sensors have an accuracy of 1/100 ft. 
or 1.0mm. The circuits are powered by a 9V battery 
which offers a battery life of over 300 hours.

65´ � 12 lbs. 90772 
20m � 12 lbs. 90773 
Carrying Case for Mini Models 1 lbs. 90782 

�� Solinst® Model 122 Mini Interface Meter
 3376

�

�

�

�

�

� English
� Metric
� Combination English and Metric
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Testwell Instruments Oil/Water Interface Meters
2732

Take measurements in 1/2˝ diameter wells!

Depth and Temperature Recorder
3369

Records depth and underwater water temperatures 
down to 100´ in fresh or salt water.
Simply attach a line and lower the recorder into water until it hits bottom. Wait ten 
seconds and pull it up. With the touch of a single button, you will see underwater 
temperatures (in 5´ increments) and depth displayed on the large LCD digital 
display. For example, if the recorder sinks to the bottom of a body of water 50´ 
deep, you push the button 10 times to view temperature readings in 5´ increments 
from the bottom to 5´ below the surface. Long-life Toshiba lithium battery 
included. Made in Germany. Operating temperature: 32°F to 86°F (0°C to 30°C).
Accuracy: Temperature, 1°; Depth, 2 .́ Dimensions: 3-1/2˝ x 1-3/4˝ x 1/2˝.

Depth and Temperature Recorder � 4 oz. 90110 

Hondex™ Digital Depth Sounder
3394

Measure the depth of any body of water 
with this portable digital depth sounder.
Waterproof to a depth of 150´ (50m), built-in transducer. Measures depths 
in feet or meters in a range of 1.8´ to 260´ (0.6m to 79m). The transducer 
sends high frequency pulses to the bottom of a body of water where 
these pulses are refl ected back and converted to electrical pulses that are 
amplifi ed and displayed on the easy-to-read LCD. An optional accessory (SN 
90103) converts the built-in transducer sounder to an external transducer 
sounder. Seven-digit LCD is backlit for night use. This compact depth 
sounder transports easily and stores conveniently. Powered by a 9V DC dry 
cell battery (included), the sounder has a battery life of approximately 500 
uses and automatically shuts off after 10 seconds. Wrist lanyard included.
Minimum Depth: 1.8´ (0.6m). Maximum Depth: 260´ (79m). Accuracy: ±1%.
Frequency: Built-in transducer, 400 KHz with a 6° beam angle; External 
transducer, 200 KHz with a 24° beam angle. Backlight: Filament light.
Dimensions: 1.7˝ x 7.8˝. Weight with battery: 10 oz.

Digital Depth Sounder w/Built-in Transducer � 8 oz. 90100 
External Transducer Adapter for Conversion of 90100  4 oz. 90103 

Accessory Kit for Digital Depth Sounder w/External Transducer –
Includes a Velcro® strap for attaching transducer to a pole 
and a suction cup bracket for mounting transducer outside a boat’s hull.

Accessory Kit for Digital Depth Sounder w/External Transducer  4 oz. 90102 

HawkEye® Handheld Digital Depth Sounder
3648

Provides instant depth readings from 2.5´ to 120´ in 10ths and with the fl ip of 
a switch, also gives you real time temperature (water or air) and fi sh readings. 
The algorithmic programming reduces false readings. Other features include 
English and metric readings, instant depth readings, an auto mode which allows 
remote viewing of readings, a manual mode for one touch readings, ShootThru 
technology for readings through ice or boat hulls, a soft glow backlit LCD 
display, waterproof to 50´ (15m), plus it is impact-resistant and it fl oats. Power:
one 9V battery for up to 10 hours continuous use. Dimensions: 7˝H x 2˝W x 
2˝D. Display Size: .93˝W x .63˝H. Sonar Frequency: 200 KHZ. Sonar Angle:
20°. Waterproof Limit: 50´ (15m). Operating Temperature: 14°F to 122°F 
(-10°C to 50°C). Backed by a 2-Year Warranty from the manufacturer.

HawkEye Handheld Digital Depth Sounder � 1.25 lbs. 90303 

With a 7/16˝ diameter stainless steel probe, these 
meters are ideal for use in wells as narrow as 1/2˝ in 
diameter. Use the meters to measure the thickness 
of fl oating (LNAPL) or sinking (DNAPL) products 
in monitoring wells or storage tanks, as well as for 
detecting the presence of water in storage tanks. 
Built to withstand rugged working conditions, the 
meters feature “smart” electronics which ignore 
severe scratches, condensation, and dripping. 
Two sensitivity controls for the water sensing 
and fl uid sensing circuits allow for quick readings 
through heavy oils and prevent false positives 
of water or hydrocarbons. The tapes feature 
1/100 ft. or 1mm graduations, and a Kynar jacket 

protects the markings on the tape. Tapes meet or 
exceed federal specifi cation US GGG-T-106E and 
European EEC Class II standard for a guaranteed 
accuracy of 0.008%. Manufacturer’s 10-year 
warranty on all components and a lifetime warranty 
on the reel. Power: 9V battery. Overall height: 14˝.
Face plates: 9.25˝ dia.

60´ � 9 lbs. 90779 
100´ � 10 lbs. 90780 
200´ � 9.5 lbs. 90781 
20m � 9 lbs. 90754 
60m � 10 lbs. 90756 

� English
� Metric
� Combination English and Metric
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