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�� Sub-Surface Grab Samplers
 3227

The Grab II Sampler is made of high strength aluminum tubing with 
polypropylene head and telescopic pole. Attaches to a large mouth 1,000 ml 
borosilicate glass bottle with Tefl on-lined cap.

Grab II – 5´ - 12´ Telescopic Sampler � 8 lbs. 53879 
    2+ 

Accessories
Widemouth Bottles, caps sold separately, Case of 12  13 lbs. 53867 
Widemouth Bottle Cap, Tefl on-faced pulp liner, Case of 12  13 oz. 53878 

�� Swing Sampler
 3228

The end of this sampler swings for collecting samples at different angles with 
a maximum of 90°, making it perfect for sampling streams from steep stream 
banks. The fi berglass pole extends to 12 feet for fl exibility in various situations. 
A 960 ml bottle is included. A large snapper holds bottles in the 1,000 ml 
range. The Swing Sampler may be used for liquids, powders, or small solids.

Swing Sampler � 5 lbs. 53920 
    2+ 
Repl. 32 oz./1,000 ml Widemouth Bottle  5 oz. 53665 
    24+ 
    48+ 

�� Sludge Judge
 3234

Take accurate readings of settled solids in any liquid at 15´. 
The sampler holds approximately 3 oz. per foot and comes in three 5´ sections 
constructed of 3/4˝ clear plastic pipe with screw-type fi ttings. Lowering 
the Sludge Judge opens a fl oat valve, allowing materials to fl ow in. When 
the bottom is reached, set the check valve by tugging slightly on the rope 
attached to the top section as you begin to raise the unit. Read the sample 
amount using the 1´ increments marked on the pipe sections. To release the 
material, touch the pin extending from the bottom section against a hard 
surface. A convenient, canvas carrying case is available, as well as a 6´ spiral 
brush for cleaning the Sludge Judge.

Sludge Judge 3.25 lbs. 53930 
Optional Canvas Carry Case 1 lbs. 53933 
Optional Spiral Cleaning Brush, 1˝ dia. x 6´L 7.5 oz. 53934 

�� Bel-Art® Long-Handled Dippers
 3237

Used for easy sampling from tanks, vats, lakes, etc., these high-density, 
polyethylene dippers will not contaminate solutions or corrode. 1-1/8˝ (29 mm) 
Diameter handle is welded to the rigid 16 oz. (500 ml) bowl at a 45° angle. 
Available in 3 ,́ 6 ,́ or 12´ lengths. 12´L Dipper features a two-piece, screw-
together handle.

3´L Dipper  13 oz. 53914 
    4+ 
6´L Dipper � 2.25 lbs. 53915 
    4+ 
12´L Dipper � 4 lbs. 53916 
    4+ 

�� Conbar Telescopic Dipper
 6570

Ideal for a variety of sampling applications!
Specially designed to grab samples from spillways, tanks, rivers, manholes, 
and other hard-to-reach places. Especially useful for obtaining sediment 
samples from the bottom of tanks, lakes, and holding ponds. Each dipper is 
manufactured from aluminum tubing. Choose either 8´ or 12´ length to fi t your 
sampling needs. One replaceable 600 ml polypropylene ladle included with 
each model. Replacement 600 ml dipper ladles are sold separately. Optional 
swivel adapter allows dipping ladles to rotate 360 degrees. This swivel action 
allows extraction of samples from any angle. Replacement 600 ml ladles for 
swivel dipper also sold separately. 

Conbar Telescopic Dipper- 8´L, retracts to 4´L 3.25 lbs. 53946 
Conbar Telescopic Dipper- 12´L, retracts to 6´L 4.75 lbs. 53950 
Replacement 600 ml Dipper Ladles, Case of 10 1 lbs. 53947 
Swivel Adapter for Telescopic Dipper 6 oz. 53948 
Replacement 600 ml Swivel Dipper Ladles, Case of 10 1 lbs. 53949 

� �� �� �� �� �

� Oversize. Ships UPS 30 lb. rate. See Shipping Information for details.
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�  Norwell® Universal Drum 
& Tank Samplers

 3231

Use these samplers to take clean and accurate 
liquid and sludge samples from common sources 
such as 55-gallon drums, truck and rail tank cars, 
vats, streams, and lagoons. Available in 40˝ and 7´ 
lengths, they feature tough construction, they’re 
easy to clean, and they have translucent bodies so 
you can easily view contents.

Norton Norwell® Dipstik – an outstanding sampler 
for free-fl owing liquids. Just open the safety 
pouring top and the push/seal bottom, insert into 
drum or tank, and when desired amount has fi lled 
the sampling tube, close the safety pouring top and 
place the Dipstik bottom against the bottom or side 
of the drum/tank and push quickly until seal snaps 
closed.

Dipstik, 40˝ Polypropylene 
300 ml Capacity  5 oz. 53842 

  12+ 
Dipstik, 7´ Polypropylene 
650 ml Capacity � 8 oz. 53843 

  12+ 
Spiral Cleaning Brush, 
1˝ dia. x 6´ long  7.5 oz. 53934 

� Disposable Polyethylene Coliwasa
 3233

500ml Stainless Steel 
Bomb Sampler
3236

Drum Stix® Disposable 
Glass Coliwasas
3238

Drum Stix® Disposable 
Tefl on® Seal Glass Coliwasas
3239

These “anti-leak” Tefl on® seal coliwasas are made 
from chemically resistant glass and combine 
positive sample retention with easy one-hand 
operation. Great for sampling any fl owable liquids 
and seals well with solids present. Each coliwasa is 
43˝ long and has a 250 ml sample capacity.

Model dsx2000,  10.75 lbs. 53919 
Case of 12 5+ 

Model dsx200 -  11 lbs. 53856 
Blown Ball Seal, Case of 12  5+ 

Model dsx4000 -  10.75 lbs. 53857 
Ground Glass Seal, Case of 12  5+ 

Economical and chemical-resistant, these 
disposable Coliwasas are excellent for taking column 
samples quickly. Model dsx200 is soda lime glass 
with an original blown ball glass tube and an all-
new leak resistant seal. Seals well even with solids 

present. Model dsx4000 has a ground glass sealing 
drum and is pre-scored for safe disposal. Seals 
better on light liquids like solvents with no solids. 
Both are 43˝ long and have a 250 ml capacity.

Use to collect liquid samples from the top, 
bottom, or any intermediate level of storage 
tanks, tank cars, ponds, lagoons, and wells. A 
suspension cable (sold separately) may be used 
to lower the sampler to the desired depth. A 
second cable attached to the plunger assembly 
is pulled, allowing the reservoir chamber to fi ll. 
Releasing the cable allows the plunger to seal, 
holding the sample inside. Helps comply with EPA 

Composite Sampling Methods. 
Sampler is 2-1/2˝ dia. x 10˝L and holds 500ml.

500ml Stainless Steel 
Bomb Sampler 5 lbs. 53860 
100´ Suspension Cable, Tefl on covered 
304 stainless steel 1.5 lbs. 78285 

These coliwasas provide safe, cost-effective 
sample retrievals for drum sampling. Each features 
a special tapered fi tment which serves as a 
check valve to close off the sampler and allow 
easy transfer to sample bottles with minimum 
loss. Made of high density, inert polyethylene, 
each coliwasa is individually decontaminated with 

Liquinox™ laboratory detergent and DI water rinse 
before assembled, and then individually packaged 
and sealed.

1,100 ml capacity, 1.5˝ I.D. x 42˝L, 
Case of 12 5.25 lbs. 76669 

4+ 

�� �

� Oversize. Ships UPS 30 lb. rate. See Shipping Information for details.
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